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§ 170.300 Special consideration for free
surface of spoil in hopper dredge
hoppers.

The calculations required by this
subchapter for each self-propelled hop-
per dredge must include—

(a) The free surface effect of
consumable liquids and the free surface
effect of the dredged spoil in the hop-
pers; and

(b) Either of the following assump-
tions when performing the calculations
required by § 174.310(b) of this chapter:

(1) If the dredged spoil is assumed to
be jettisoned, the free surface of the
dredged spoil may be disregarded.

(2) If the dredged spoil is not assumed
to be jettisoned. the free surface of the
dredged spoil must be calculated.

[CGD 76–080, 54 FR 36977, Sept. 6, 1989]
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171.055 Intact stability requirements for a
monohull sailing vessel or a monohull
auxiliary sailing vessel.

171.057 Intact stability requirements for a
sailing catamaran.

171.060 Watertight subdivision: General.
171.065 Subdivision requirements—Type I.
171.066 Calculation of permeability for Type
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171.068 Special considerations for Type I
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171.070 Subdivision requirements—Type II.
171.072 Calculation of permeability for Type

II subdivision.
171.073 Treatment of stepped and recessed

bulkheads in Type II subdivision.
171.075 Subdivision requirements—Type III.
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171.085 Collision bulkhead.
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171.095 Machinery space bulkhead.
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171.105 Double bottoms.
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171.111 Penetrations and openings in water-
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tons or more.
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171.113 Trunks.
171.114 Penetrations and openings in water-

tight bulkheads in a vessel less than a
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Subpart F—Openings in the Side of a Ves-
sel Below the Bulkhead or Weather
Deck

171.115 Specific applicability.
171.116 Port lights.
171.117 Dead covers.
171.118 Automatic ventilators and side

ports.
171.119 Openings below the weather deck in

the side of a vessel less than 100 gross
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Subpart G—Watertight Integrity Above the
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171.120 Specific applicability.
171.122 Watertight integrity above the mar-

gin line in a vessel of 100 gross tons or
more.

171.124 Watertight integrity above the mar-
gin line in a vessel less than 100 gross
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171.130 Specific applicability.
171.135 Weather deck drainage on a vessel of

100 gross tons or more.
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